
SV3-2 DIVERTER VALVE
C ATALOG NUMBER 750-0410

The SV3-2 Valve is a low pressure three port, two position solenoid valve typically used for diverting
the eluant flow between a Model 2110 or generic fraction collector and a waste container.  It may also
be used as a two-position stream select valve provided it is placed on the low pressure side of the
system.The valve is rated at 30 psi (max).  
Refer to the BioLogic Instruction Manual for discussion of software control of the valve.

Connection to the BioLogic Rack and Workstation

The SV3-2 mounts to the System Rack using the attached clamp and an Allen key. The valve is pow-
ered and controlled by the BioLogic Workstation.  It plugs into any of the Workstation’s rear panel con-
nector ports identified as Solenoid Valves, ports 1, 2, or 3.

Figure 1.  SV3-2 Valve

Example 1. Plumbing as a Fraction Collector Diverter Valve

To plumb the SV3-2 Valve as a fraction collector diverter valve, refer to the discussion below and to
the diagram on the valve.  
1. Connect a piece of 1/16" OD Tefzel tubing between the Conductivity Detector flowcell and the

SV3-2 valve common port (labeled “Common”) using the 1/4-28 fittings.
2. Connect a piece of 1/16" OD Tefzel tubing from port 1 of the SV3-2 valve for use as a divert or

waste line. 
3. Connect a piece of 1/16" OD Tefzel tubing from port 2 of the SV3-2 valve to the Model 2110

fraction collector (or generic collector) drop-head. 
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Figure 2.  Configuration of the SV3-2 as a Fraction Collector Diverter Valve

Valve maintenance and repair

The Model SV3-2 valve should be rinsed with water following use with aqueous buffers, or 20%
ethanol following use with non-aqueous solutions.  Never allow salt solutions to dry inside the valve.
For repair of the Model SV3-2 valve, contact your local Bio-Rad office.

Technical Assistance

For additional help, contact your local Bio-Rad representative.  In the United States, call Technical
Service at 1-800-4BIORAD.

Ordering Information

750-0410 Diverter Valve, SV3-2
750-0602 1/16" OD/0.020" ID Tefzel® tubing, 30 feet
750-0603 1/8" OD/0.062" ID PTFE tubing, 15 feet
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