
ECONO GRADIENT PUMP
QUICK START

1) Install pump tubing.

• Tubing selection and installation is described in Section 4.

• For typical applications, ensure the platen adjusting screw is
tightened 3 to 5 turns clockwise.

2) Plumb the tubing as needed for the application.

• The right side of the pump is the inlet when the pump is run in the
default clockwise direction.

3) Connect peripherals.

• Connect valves and mixer to connectors on the back panel. Refer
to Sections 3 and 6.

4) Turn on the Econo Gradient Pump.

• Ensure the correct input voltage is selected (Section 2.2).

• The power switch is underneath the pump.

• When the Econo Gradient Pump is first turned on, the control
panel opens up in the Manual mode (Section 5.3).

5) Calibrate the pump flow rate.

• Pump flow rate calibration is done from Screen 2 in Setup mode.

• Set up other parameters in Setup mode.

6) Program a run.

• Press the Mode key until the Program LED is lit. Write a six-step
program; one program is saved in non-volatile memory.

7) Start the pump by pressing the Run key.

• Press the Run key to start and stop the pump.

• When the pump is stopped, pressing the Purge key will run the
pump at full speed (25 RPM) to rapidly purge air from the tubing.

More sophisticated controls and features are accessed through the
Program, Setup and Remote modes.
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1
RPM

Flow rate
ml/min

8 Split Period

2
TUBE ID

Calibrate by
flow

3 Enter tube ID
1.60 mm

6 Program Steps
volTIME

Screen No. & Name

Only if splitter
valve is present,

otherwise
advances to

screen 9.

When using the
EGP with a 
BioLogic System, 
this address must 
be the same as 
that used within 
the BioLogic 
software.

2.0 sec

9 Address #

10
Reset

Revolutions=
0

1

4
2m

Start cal run
20m

5 Volume ?
- ml

11 LCD Contrast
50%

12
ON off

Beeper

Fraction

13
YES

Erase Program   
no

14
collector: NONE

Press MODE to
exit Setup

Use softkey to
reset value to 0.

Return to Sreen 1

Choices: 0.51,
0.80, 1.60,

and 3.20

Choices:
NONE, 2110,

and 2128

Use the MODE key to
select another mode.

Time=
End

xx m: yy s
ABORT

ECONO GRADIENT PUMP
SETUP MODE
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